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DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-1995
[TEST] LCZP14070092
[DATE] 2014-7-14
[MANUFAC] L-TECH CORPORATION
[LUMCAT] LRKT567-9030
[LUMINAIRE] LED Downlight
[LAMPCAT] LED
[LAMP] LED
[OTHER] ELECTRICAL VALUES:120.01VAC 0.141A 13.26W 0.781

CHARACTERISTICS

Total Lumens 1033.60Luminaire
Luminaire Efficacy 78
Total Luminaire Watts 13
CIE Type Direct
Spacing Criteria (0-180) 1.18
Spacing Criteria (90-270) 1.18
Spacing Criteria (Diagonal) 1.28
Basic Luminous Shape Circular
Luminous Length (0-180) 0.08 m (Diameter)
Luminous Width (90-270) 0.08 m (Diameter)
Luminous Height 0.00 m

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 69779 69276 68853
55 61942 61388 60943
65 53884 53780 53265
75 47759 47403 47145
85 55492 54916 54172
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CANDELA TABULATION

0 15 30 45 60 75 90
0 420.80 420.80 420.80 420.80 420.80 420.80 420.80
5 418.24 418.03 417.90 417.81 417.67 417.61 416.93
10 410.18 410.03 409.44 410.00 409.20 408.79 408.30
15 396.58 396.33 396.05 395.85 395.27 395.27 394.21
20 378.14 377.98 377.25 377.19 376.71 376.46 376.01
25 355.06 355.32 354.82 354.72 354.06 353.70 353.00
30 329.12 329.15 328.86 328.04 327.44 327.02 326.44
35 300.61 300.10 299.24 298.73 298.11 297.51 296.85
40 268.56 268.69 267.87 267.32 266.46 265.63 265.69
45 235.87 235.56 235.16 234.17 233.69 232.79 232.74
50 203.03 202.34 202.02 201.25 201.10 199.76 200.12
55 169.84 169.86 169.64 168.32 168.23 167.77 167.10
60 138.59 138.28 138.38 137.75 136.97 136.51 136.38
65 108.86 109.23 109.03 108.65 108.64 108.04 107.61
70 82.62 82.65 82.38 82.05 82.00 81.85 81.29
75 59.09 58.70 58.59 58.65 58.22 58.08 58.33
80 38.65 38.75 38.81 38.74 38.70 38.47 38.38
85 23.12 22.85 22.82 22.88 22.52 22.52 22.57
90 6.19 6.08 6.08 5.96 5.94 6.06 5.64
95 0.41 0.40 0.41 0.44 0.42 0.41 0.41
100 0.45 0.44 0.44 0.45 0.43 0.43 0.41
105 0.43 0.46 0.46 0.46 0.44 0.44 0.45
110 0.50 0.47 0.48 0.44 0.47 0.45 0.46
115 0.45 0.47 0.44 0.46 0.45 0.46 0.46
120 0.46 0.47 0.46 0.47 0.45 0.46 0.46
125 0.48 0.48 0.48 0.50 0.48 0.49 0.46
130 0.53 0.52 0.48 0.52 0.52 0.52 0.52
135 0.50 0.52 0.49 0.50 0.50 0.49 0.50
140 0.53 0.53 0.52 0.53 0.52 0.50 0.53
145 0.62 0.64 0.63 0.63 0.63 0.64 0.64
150 0.77 0.75 0.77 0.76 0.77 0.77 0.76
155 0.93 0.90 0.93 0.93 0.92 0.92 0.93
160 1.13 1.16 1.18 1.17 1.15 1.17 1.17
165 1.41 1.40 1.40 1.41 1.39 1.38 1.43
170 1.55 1.57 1.55 1.56 1.54 1.58 1.56
175 1.67 1.62 1.63 1.64 1.64 1.64 1.65
180 1.69 1.69 1.69 1.69 1.69 1.69 1.69
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ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-30 314.16 30.4 30.4
0-40 500.88 48.5 48.5
0-60 833.01 80.6 80.6
0-90 1028.48 99.5 99.5
90-120 2.92 .3 .3
90-130 3.36 .3 .3
90-150 4.15 .4 .4
90-180 5.12 .5 .5
0-180 1033.61 100 100

Total Luminaire Efficiency = 100%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 39.62
10-20 111.45
20-30 163.1
30-40 186.72
40-50 180.87
50-60 151.26
60-70 108.16
70-80 62.76
80-90 24.56
90-100 1.99
100-110 .48
110-120 .46
120-130 .44
130-140 .39
140-150 .4
150-160 .43
160-170 .39
170-180 .15
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Note: The luminaire was LED luminaire, the luminaire lumens was also considered as bare lamp lumens.
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COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 119 119119119 116 116116 116 111111111 106106106 102102 102 100
1 109 10410096 106 10298 95 97 94 91 94 91 89 90 88 86 84
2 99 91 85 79 97 89 83 78 86 81 76 82 78 74 79 76 73 71
3 91 81 73 66 88 79 72 66 76 70 65 73 68 63 71 66 62 60
4 84 72 63 57 81 70 63 56 68 61 56 66 60 55 63 58 54 52
5 77 64 56 49 75 63 55 49 61 54 48 59 53 48 57 52 47 45
6 71 58 50 43 69 57 49 43 55 48 43 54 47 42 52 46 42 40
7 66 53 44 38 65 52 44 38 51 43 38 49 43 38 48 42 37 35
8 62 49 40 34 60 48 40 34 46 39 34 45 39 34 44 38 34 32
9 58 45 37 31 56 44 36 31 43 36 31 42 35 31 41 35 31 29
10 54 41 34 28 53 41 33 28 40 33 28 39 32 28 38 32 28 26
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Note: The luminaire was LED luminaire, the luminaire lumens was also considered as bare lamp lumens.
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POLAR GRAPH
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Maximum Candela = 420.8 Located At Horizontal Angle = 0, Vertical Angle = 0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)
# 2 - Vertical Plane Through Horizontal Angles (90 - 270)
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Picture 1 Front View

Picture 2 Back View

--End of test report--
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Photo of sample
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